
Contact Ramco Innovations for 
application / technical support:
   US Toll Free   800-280-6933
    email   nsales@ramcoi.com

www.ramcoi.com

800-280-6933
BGS-DL10N BGS-DL30N BGS-DL70N BGS-ZL10N BGS-ZL30N
BGS-DL10P BGS-DL30P BGS-DL70P BGS-ZL10P BGS-ZL30P
BGS-DL10CN BGS-DL30CN BGS-DL70CN BGS-ZL10CN BGS-ZL30CN
BGS-DL10CP BGS-DL30CP BGS-DL70CP BGS-ZL10CP BGS-ZL30CP

Sensing Distance 10 to 100mm 50 to 300mm 50 to 700mm 5 to 100mm 10 to 300mm
Adjustable Distance Range 40 to 100mm 100 to 300mm 100 to 700mm 20 to 100mm 50 to 300mm  (a)
Setting Adjustment
Laser Beam Spot Size Ø3mm / 80mm Ø6mm / 200mm Ø2.5mm / 300mm Ø1mm / 100mm Ø1.5mm / 300mm
Light Source
Laser Class
Output Mode
Response Time
Hysterisis <5 to 20% <3% <5%

Discontinued BGS-DL Sensors * Suggested ZL Series Replacement

* Date of last order - December 31, 2023

Switch Selectable Light-ON / Dark-ON Switch Selectable Light-ON / Dark-ON

(a) For longer sensing distance with Background Suppression 
features review Optex TOF Series or contact Ramco

Class 2 (IEC/JIS) Class II (FDA) Class 1 (IEC/JIS) Class II (FDA)

<5%
0.7ms 0.25ms

2m Cable Version

M8 4P QD

4-Turn Potentiometer 4-Turn Potentiometer

Red laser diode Red laser diode


