
2 PROCESS DATA (PD)
 Bit

7 6 5 4 3 2 1 0

PD0
Measurement Value
HG-C1030L3-P
HG-C1050L3-P
HG-C1100L3-P
HG-C1200L3-P
HG-C1400L3-P

PD1

PD2

HG-C1030L3-P
HG-C1050L3-P
HG-C1100L3-P
HG-C1200L3-P
HG-C1400L3-P

PD3
Assignment Remarks

bit
7 6 5 4 3 2 1 0

0
0

INSTRUCTION MANUAL

HG-C1000L Series  INDEX LIST

 
https://panasonic.net/id/pidsx/global

1 PHYSICAL LAYER

Minimum cycle time 1ms
4byte

3 SERVICE DATA (SD)
R/W

2 0 W UInteger 1byte

12 0 R/W 2byte 0

16 0 R String 63byte
17 0 R String 63byte

0 R String 63byte
0 R String 63byte

20 0 R String 63byte
21 0 R String 16byte
22 0 R String 3byte
23 0 R String 4byte
24 0 R/W String 32byte
37 0 R UInteger 12byte
40 0 R UInteger 4byte

60
1 R/W Integer 2byte
2 R/W Integer 2byte

61

1 R/W UInteger 1byte 0

2 R/W UInteger 1byte  

 

 

3 R/W UInteger 2byte
HG-C1030L3-P
HG-C1050L3-P
HG-C1100L3-P

HG-C1200L3-P
HG-C1400L3-P

63

1 R UInteger 1byte 0

2 R UInteger 1byte 0

3 R UInteger 2byte 0

64

1 R/W UInteger 1byte 0

2 R/W UInteger 1byte 0

66 0 R/W UInteger 1byte 2

67
1 R/W UInteger 1byte 0

2 R/W UInteger 2byte

70 0 R/W UInteger 1byte 0

Got questions on IO-LINK or this INDEX LIST? 
Contact Ramco today and get the information 
you need!

Ramco Innovations  (800) 280-6933   www.panasonicsensors.com



R/W

74
1 R UInteger 1byte 1

2 R/W UInteger 2byte

0 R/W UInteger 1byte 0

0 R/W UInteger 1byte 0

0 R/W UInteger 1byte 0

1 R/W UInteger 1byte 0

2 Setting R/W UInteger 1byte 0

160 0 R/W Integer 2byte 0

162 0 R/W UInteger 2byte 10000
163 0 R UInteger 4byte 0
164 0 R UInteger 4byte 0

0 R/W UInteger 4byte 0
0 R UInteger 2byte

HG-C1030L3-P

HG-C1030L3-P
HG-C1050L3-P HG-C1100L3-P
HG-C1200L3-P HG-C1400L3-P

4 EVENT FUNCTION
State

Ramco Innovations  (800) 280-6933   www.panasonicsensors.com
                          email us at nsales@ramcoi.com


