SPECIFICATIONS

MPE-15F-2WDC-NO

Type
Operating Voltage 10-60VDC
Sensing Distance dmm(Non-shielded)
— 4 Quiput Mode DC 2-wire N.O,
T & . ® ) Ripple <10%
L 3 No Load Current -
Blue @
¢ +) Max Load Current 100mA
Leakage Current <(.BmA
Switching Frequency 1KHZ
\-"ullage Drop <6y
Switching Hysteresis <15% (5r)
RAMCO /nnovations Protection Category __ |1167
» Excellence in Aufomation Solulions srati g : 25 C-+T0C
20138619 weee. —_. @mmmm Qerat{ng T-mel,rature _
s B —— Short Circuit Protection |YES
Ce MPO-ABF-LWIC-N0 gy {5F-2WDC Reverse polarity
INDUCTIVE NON-SHIELDED Wom MAX R MPS-15F- -NO : P \ No
—— 10-60VDC  SN=4MM 2 WIRE-N.O. protection
Overload Trip point =120 mA
EMC EN 60947-5-2:2007/A1:2012
Shock TEC 60947-5-2, Part 7.4.1
Vibration IEC 60947-5-2, Part 7.4.2
Housing Material PA-6
2M PVC
Cable No,: WI-PD2-P-008
. Cable used has three wires:
Cable Only blue and brown osed;
black is unused and trimmed
back.
CUSTOMER APPROVED BY |CONFIRMED BY 3RO ANGLE PROJECTION )
Deseription: MPS-15 10-60VDC 2-wire N.O, INDUCTIVE
PROXIMITY SWITCH
Unit Of Measurement ldentification No. REV 0
Rev. [Description By Date Millimeter Do Not Scale This Drawing — : o =
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SPECIFICATIONS

MPE-15F-2WDC-NO-3M

Type
Operating Voltage 10-60VDC
Sensing Distance dmm(Non-shielded)
— 4 Quiput Mode DO 2-wire N,
] -) Ripple <10%
3 No Load Current -
o He—® Max Load Current 100mA
Leakage Current <(.BmA
Switching Frequency 1KHZ
Voltage Drop =6Y
Switching Hysteresis <15% (5r)
RAMCO /nnovations Protection Category __ |1167
'mmﬂ“mmmm —gioo-  (RAMCO Inovations Operating Temperature |-25C+70C
C€ MPS-15F-2WDC-NO-5M = i 1 et Short Circuit .Prntecri-:m YES
NOUETIVE ON SHIELDED T s pa M MPS-15F-2WDC-NO-5M Reverse polarity o
—— 10-60VDC  SN=4MM 2 WIRE-N.O. protection
Overload Trip point =120 mA
EMC EN 60947-5-2:2007/A41:2012
Shock TEC 60947-5-2, Part 7.4.1
Vibration IEC 60947-5-2, Part 7.4.2
Housing Material PA-6
SM PVC
Cable No,: WI-PD2-P-008
. Cable used has three wires:
Cable Only blue and brown osed;
black is unused and trimmed
back.
CUSTOMER APPROVED BY |CONFIRMED BY

3RD ANGLE PROJECTION

Description: MPS-15 10-60VINC 2-wire N.O, INDUCTIVE

PROXIMITY SWITCH

Rev. |Description By

Date

Unit Of Measurement
Millimeter Do Mot Scale This Drawing

ldentification No.

REV 0

Sheet 1

OF 1
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SPECIFICATIONS

Type MPS-15F-2WDC-NC
Operating Voltage 10-60VDC
Sensing Distance 4mmiNon-shielded)
Output Mode M 2-wire N.C.
Aprown ! 1 o Ripple =10%
[L | bhe =] No Load Current -
’ 2 Max Load Current 1mA
Leakage Current <0.8mA
Switching Frequency 1KHZ
Voltage Drop <HY
Switching Hysteresis <15% (8r)
@ Innovations Protection Caicgurv P67
» Excellence in Aufomation Solutions U i @mmm Operating Temperature [-25CT-+70°C
BO0-TE-EI36 www rameoinnavations.com m—':——-::: < c* 3 7
C € MPS-15F-2WDC-NC mﬂu‘w Era MPS.15E. NC Short Circuit Protection |[YES
Reverse polarity
INDUCTIVE WHOW-SHIELDED . - No
o 10-60VDC  SN=4MM 2 WIREN.C. protection
Overload Trip point =120 mA
EMC EN 60947-3-2:2007/A1:2012
Shock IEC 60947-5-2, Part 7.4.1
Vibration IEC 60947-5-2, Part 7.4.2
Housing Matcrial PA-6
IM PVC
Cable No.: WI-PD2-P-008
Cable used has three wires:
Cable Onlv blue and brown used;
black is unuscd and trimmed
back.
CUSTOMER APPROVED BY |CONFIRMED BY
3RD ANGLE PROJECTION
ADeseription: MPS-15 10-60¥ DC 2-wire N.C. INDUCTIVE
_ . PROXIMITY SWITCH
" Identification No. .
Unit Of Measurement cntification So REY @
Millimeter Do Not Scale This Drawin
Rev. Description |BY Date g Sheet 1 of 1

Ramco Innovations 800-280-6933 nsales@ramcoi.com




SPECIFICATIONS

Type MPS-15F-2WDC-NC-5M

Operating Voltage 10-60VDC

Sensing Distance dmm{Non-shielded)

Output Mode DC 2-wire N.C.

P :| D Ripple <10%
/.b oy ' No Load Current
N 3 Max Load Current 100mA

Leakage Current <l.EmA

Switching Frequency  JIKHZ

Voltage Drop <6V

Switching Hysteresis <15% (5r)

@ Innovations Protection Category 1P67
» Excellence in Automation Solutions g . Operating Temperature |-25°C-+70C
B00-175-6275 www ramccannvations.com U @m’mh P .g — P -
: BTN wenab— Short Circuit Protection |YES
Ce MPS-15F- C-NC-SM ok MPOAGFINDCNC o Reverse polarity
INDUCTIVE NON-SHIELDED . N
M 1060VDC  SNedMM 2 WIRE-N.C. protection

Overload Trip point =120 mA

EMC EN 60947-5-2:2007/A1:2012

Shock IEC 60947-5-2, Part 7.4.1

¥ibration 1EC 60947-5-2, Part 7.4.2

Huusing Material PA-6
SM PYC
Cable No.: WI-PD2-P-(H)8

Cable f_]ablc used has three w Lira:s_:

nly blue and brown used;
black is unuvsed and trimmed
hack.
CUSTOMER APPROVED BY |CONFIRMED BY

3RD ANGLE PROJECTION

PROXIMITY SWITCH

Deseription: MPS-15 10-60VDC 2-wire N.C, INDUCTIVE

Description

By Date

Unit Of Measurement
Millimeter Do Not Scale This Drawing

Identification No.

REY 0

Sheet 1

or 1

Ramco Innovations www.ramcoi.com
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