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SPECIFICATIONS

Type MPS-15FL-2WDC-NO
Operating Voltage 10-60VDC

Sensing Distance G.4mm (Non-shielded)
OQutput Mode DC 2-wire N0,

Ripple <10%

No Load Current -

Max Load Current 100ma

l.eakage Current =0.8mA

Switching Frequency IKHZ

Voltage Drop <6V

Switching Hysteresis

<15% (Sr)

Repeat accuracy

=10% (Sr)

@ - Protection Category P67
+ Excellence in Automation Solutions u——— @mmu Operating Temperature |-25CAT0T
ce MPS':;:-ZWDC-HS’ H;_f; H-_ﬁﬁ Short Circuit Protection |YES
| i ASFLIWDC - - - =
Pl el o oA dnan Overload Trip point Z120 mA
T 10.60VDC  SH=BAMM I WIRE-N.O. EMC EM 60947-5-2:2007/A1:2012
Shock LEC 60947-5-2, Part 7.4.1
Vibration IEC 60947-5-2, Part 7.4.2
Housing Material PA-6
2M PVC
Cable No.: WI-FD2-P-008
Cable used has three wires:
Cable Only blue and brown used:
black is unused and trimmed
hack.
CUSTOMER APPROVED BY CONFIRMED BY
3RD AMGLE PROJECTION
.Il'l'esrriptiun: MPS-15 10-60VDC 2-wire N.O. INDUCTIVE
PROXIMITY SWITCH
Unit Of Measurement Identification No. REV 0
— Millimeter Do Not Scale This Drawin
Rev. Description By Date 9 Sheet 1 of 1
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SPECIFICATIONS

Type MPS-15FL-2WDC-NO-5M
Operating Voltage 10-60VDC

Sensing Distance G.4mm (Non-shielded)
OQutput Mode DC 2-wire N0,

Ripple <10%

No Load Current -

Max Load Current 100ma

l.eakage Current =0.8mA

Switching Frequency IKHZ

Voltage Drop <6V

Switching Hysteresis

<15% (Sr)

Repeat accuracy

=10% (Sr)

@ - Protection Category P67
+ Excellence in Automation Solutions u——— @mmu Operating Temperature |-25CAT0T
CE m:::;: ;:mgfsm r-;v-f; e —— _"""”‘.:::'.:';.MLM“;: - Short Circuit Protection |YES
ASFL-ZWDC-NO - - - - =
Pl ek o oA dnan Overload Trip point Z120 mA
T 10.60VDC  SH=BAMM I WIRE-N.O. EMC EM 60947-5-2:2007/A1:2012
Shock LEC 60947-5-2, Part 7.4.1
Vibration IEC 60947-5-2, Part 7.4.2
Housing Material PA-6
S PYVOC
Cahle No.: WI-FD2-P-008
Cable used has three wires:
Cable Only blue and brown used:
black is unused and trimmed
hack.
CUSTOMER APPROVED BY CONFIRMED BY
3RD AMGLE PROJECTION
.Il'l'esrriptiun: MP5-15 10-60VDC 2-wire N.O. INDUCTIVE
PROXIMITY SWITCH
Unit Of Measurement Identification No. REV 0
— Millimeter Do Not Scale This Drawin
Rev. Description By Date 9 Sheet 1 of 1

Ramco Innovations www.ramcoi.com 800-280-6933 nsales@ramcoi.com




SPECIFICATIONS
Type MPS-15FL-2WDC-NC
Operating Voltage 10-60VDC
Sensing Distance 6.4mm (Non-shielded)
Output Mode D 2-wire N.C.
e @ Do Ripple <10%
0 R No Load Current -
N Max Load Current 100m A
Leakage Current <l 8mA
Switching Frequency IKHZ
Voltage Drop <HY
Switching Hysteresis <15% (Sr)
» Repeat accuracy <10% (Sr)
@ "””DW!L-‘IEM LR Protection Catecory P67
7 b oy u . @D inovtos Operating Temperature |-25C-+70°C
4 MFS-15FL-2WDC-NC et o s \SFLIWDCNC Short Circunit Protection |YES
PR . DO g ooy Overload Trip point Z120 mA
EMC EXN 60947-5-2:2007/A1:2012
Shock TEC 601947-5-2, Part 7.4.1
Vibration IEC 60947-5-2, Part 7.4.2
Housing Material PA-6
2M PVC
Cable No.: WI-PD2-P-D0E
Cable onty timcqnt leewn sacd;
black is unused and trimmed
back.
CUSTOMER APPROVED BY CONFIRMED BY
3RD ANGLE PROJECTION
Description: MP5-15 10-60YDC 2-wire N.C. INDUCTIVE
PROXIMITY SWITCH
Unit Of Measurement Identification No. REY 0
Rev. Description By Date Millimeter Do Not Scale This Drawing Sheet 1 of 1

Ramco Innovations www.ramcoi.com 800-280-6933 nsales@ramcoi.com
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SPECIFICATIONS
Type MPS-15FL-2WDC-NC-5M
Operating Voltage 10-60VDC
Sensing Distance 6.4mm (Non-shielded)
Output Mode D 2-wire N.C.
S Ol Ripple <10%
¢ ']:a Lpue = No Load Current -
- Max Load Current 100mA
Leakage Current <l 8mA
Switching Frequency 1KHZ
Voltage Drop <HY
Switching Hysteresis <15% (Sr)
» Repeat accuracy <10% (Sr)
@ "””DW!L-‘IEM LR Protection Catepory P67
-7~ e oo u . GQuedmowtons Operating Temperature |-25C+70°C
Ce MPS-15FL-2WDC-NC-5M T A \GFLZWDCAC. 5 Short Circuit Protection |YES
s repriny mm:m;':::ﬂ Overload Trip point 2120 mA
EMC EXN 60947-5-2:2007/A1:2012
Shock 1IEC 60947-5-2, Part 7.4.1
Vibration IEC 60947-5-2, Part 7.4.2
Housing Material PA-6
EM PVC
Cable No.: WI-PD2-P-D0E
. Cable used has three wires:
Cable Only Dlue and brown used;
black is unused and trimmed
hack.
CUSTOMER APPROVED BY CONFIRMED BY
3RD ANGLE PROJECTION
Description: MPS-15 10-60%DC 2-wire N.C. INDUCTIVE
PROXIMITY SWITCH
Unit Of Measurement Identification No. REVY 0
Rev. Description By Date Millimeter Do Not Scale This Drawing Sheet 1 of 1
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